
Turn o� water supply. Adjustable Wrench
3/8” and 1/2” 
Socket Wrench

Turn o� water supply.

REQUIRED TOOLS:

REQUIRED TOOLS:

1/2” 
Socket WrenchPliers 1/8 Hex Key Wrench
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Wrap handle (A) with a cloth to protect finish, loosen 
with pliers and remove. Using a 1/8 hex key wrench, 
loosen set screw (B) 1 or 2 turns.  

The valve cartridge 
is located at the 
base of the potiller 
body.

Remove cap (C) from valve (D) by pulling straight 
up. Wiggle cap back and forth to help remove. 

Using 1/2” socket wrench, unscrew valve 
cartridge (E) and remove.

Insert and tighten new valve cartridge. Slide cap 
back over valve spline. Check handle alignment. 

41180 Raintree Court • Murrieta, CA 92562
1-888-304-0660 • 951-304-0520
www.waterstoneco.com VEN-038-WPFV Rev. A

Using a 1/8 hex key wrench, tighten set screw 1 
or 2 turns until snug. Wrap handle with a cloth 
to protect finish and tighten with pliers.

BEFORE YOU BEGIN YOUR INSTALLATION:BEFORE YOU BEGIN YOUR INSTALLATION:

WALL MOUNTED POTFILLER VALVE WALL MOUNTED POTFILLER VALVE 
CARTRIDGE REPLACEMENT GUIDECARTRIDGE REPLACEMENT GUIDE
Model # 3200, 9200Model # 3200, 9200


