
TOP VIEW

AB D
C

E

F

H J

G

K

1. 2. 3.

4. 5. 6.

7. 8. 9.

WHEEL FAUCET AXLE O-RING REPLACEMENT
Model # 5100

Slide wheel and 
axle (H) from 
axle housing (J). 
DO NOT attempt 
to remove hose. 
There will be 
plenty of slack to 
work with. 

Reverse assemble. Slide 
washer, retaining clip, spring 
housing and housing core. 
Attach retaining screw until 
snug, but not tight. 

Turn spring 10-15 clicks 
clockwise to adjust hose 
tention. The sprayer should 
slowly roll up and lock back 
into place. 

Turn off water supply. Unscrew 
spring cover (A) and remove. 
Unscrew and remove retaining 
screw (B).

Simultaniously pull and twist 
spring housing (C) and remove. 
The spring core (D) will slide out 
with spring housing. Using a 
standard screwdriver, pry away 
retaining clamp (E). 

Slide washer (F) off wheel axle 
hub (G).

Screw cover back onto 
spring housing. Turn on 
water supply and check 
for leaks. 
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Starting from the 
bottom, use a standard 
screwdriver to pry and 
remove old o-rings (K) 
from axle hub.

Starting from the top, 
slide and place all four 
new o-rings into axle 
grooves.

Turn wheel 
clockwise until the 
hose is completely 
deployed. Slide 
wheel and hose 
back into axle 
housing. 


