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Waterstone Argonaut Bath Wall Display (READ BEFORE INSTALL)
These are my observations from multiple display installations, these can save time and trips to Home Depot, I recommend reading them prior to installation. CB

Installing the wall hanger brackets for the display. 
· Utilize the template, tape it to the wall from the ground/floor up. Hold a Bracket to the back of the display and measure from the floor to the bottom of the bracket, use this measurement to double check the template placement prior to attaching the brackets to the wall. We have found issues with floors that are not level and walls that were not straight can affect the placement of the template. I recommend using a level on the floor prior to starting the install. 
· [bookmark: _heading=h.gjdgxs]Position the lower display section next to the brackets on the wall, remove the screws and washers at the top. Lift the upper section onto the lower section and re insert the screws and washers and tighten. Connect the lower and upper wires for the lighting. Lift and place the display onto the wall brackets.
· Don’t forget to plug-in the light prior to hanging the display on the wall.
Loading Product on the display
· The Deck mount Tub Filler must be installed on the box and installed to the displayer prior to hanging the displayer on the wall. The box screws are attached from the back of the displayer.
· I also recommend installing the towel bars and the robe hooks prior to hanging the displayer on the wall. We have had issues with the screws for the towel bars and robe hooks stripping or cross threading. To ensure this does not happen, we recommend removing the T-nuts from the back of the wall and inserting the screws through the display and then hand tightened the T-nuts to ensure they don’t cross thread. You can also counter sink, or ream out the holes for these items on the display to allow the screw a larger hole and to thread on correctly. We are working with the vendor to resolve this issue with the next shipment.
· For all products that have a plate like the Thermostatic valve, diverter, Wheel Shower head, fixed shower head, tub spout, and free standing tub Filler. Hand tighten the all thread screws and then use a 3/8” deep socket to tighten.
· For the Lavatory Faucet and valves, the holes in the box are a very tight fit. Back the screws on the shank nut all the way out insert the spout and valves as far as you can by hand, hand tighten the shank nut all the way down, then tighten the screws to pull the flange flat to the box.
· The slid Bar hand spray is the only unique installation as you must remove the deco nuts to access the holes for the screws, use caution with the nuts as we have had issues with cracking the finish. We are changing this design for production models.
Call me if you have questions, and send me your completed photos.
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